IP two networks card Record and change guide: 
1- Use network IP card in the printer HP Laser Jet 2100 is: 192.168.0.20
2- Extra network IP card : 192.168.1.30
--------------------------------------------------------------------------------------
Instruction: for How to change printer Network card IP in term of changing to any other internet provider.

Control panel – Network connection – Local Area Connection Right click choose Properties – Double Click Internet Protocol (TCP / IP) – Tick Use the following IP address:  if IP printer is 192.168.1.25 need to type following IP 
1- IP address:  192.168.1.11
2- Subnet mask: 255.255.255.0    

 Click Ok 
Then need to go to the internet Explorer: type exiting printer IP address of 192.168.1.25 or what ever IP address is - then change IP address of printer Click OK.
Now go back to the Internet Protocol (TCP /IP) Properties page from control panel 

And tick Obtain an IP address automatically.

-------------------------------------------------------------------------------------------
As below printer IP change
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Printer IP changes

Example: Pc IP is: 192.168.1.68                Example printer (IP is: 10.10.100.21) 

Want to change IP follow below instructions
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Cmd   / check ping to see this IP work or no: 10.10.100.21
In the Internet tool bar type: http://10.10.100.21 

Then Change printer IP to: 192.168.1.60
PC IP: 10.10.100.22        Printer IP: 192.168.1.60
Now click computer net work IP to obtain an IP address automatically

Now PC IP: 192.168.1.68       Printer IP: 192.168.1.60
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Yo can get P setlings assigned automalical f your network supports
this capabily. Otherwise, you need to ask your retork administator for
the appropriste P settings.

@ Obtain an IP address automaticaly
© Use thefolowing I address:
IP aess

Subnet mask:

Defauit gateway:

@ Oblain DNS server address automalialy
© Use thefolowing DNS server addesses:

Preferred DNS server

Alemete DNS server





IR printer IP address

User name: ali 


Password: ali





10.10.100.22








